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Will PANSEAL work on any surface other than metal?             
Yes. PANSEAL works on many other surfaces including, concrete, fiberglass, stainless steel,           
plastics, wood, porcelain, ceramic, and rubber.  Dynesic primer DX-1100 is recommended for 
concrete surfaces. 
 
Can PANSEAL be applied to a wet surface?               
Yes. In fact, PANSEAL sets-up and seals leaks in standing water.  PANSEAL works in standing 
water because it hardens through chemical reaction not air drying.  PANSEAL’s chemistry is such 
that it is 100% solids and does not mix with water.  PANSEAL can be applied in standing water, 
seal leaks immediately and permanently, while self levelling and curing under water. 
 
What sort of coverage will I get out of a PANSEAL gallon?                                                    
The minimum required thickness for PANSEAL is 10 mils.  This coverage will protect the surface 
from future corrosion, however damaged and leaking surfaces may require a thicker coverage.  
Theoretical coverage is as follows: 1 gallon covers 160 sq. ft. at 10 mils.  1 gallon covers 80 
square feet at 20 mils. 
 
How should I apply PANSEAL?                                      
PANSEAL can be brushed or rolled onto the surface using any standard paint brush or roller. In 
addition, PANSEAL may be spray applied.  The sprayer should have a pump ratio of 56:1 or 
greater with a minimum output of 5,600 psi.  The hose should have an inside diameter of 0.375 
to 0.5 inches and have a max length of 60 feet.  You can thin PANSEAL with Xylene for spraying 
applications. 
 
Will PANSEAL work on vertical surfaces?                                       
Yes. We also recommend PANSEAL Paste Grade for vertical surface repairs.  PANSEAL Paste 
Grade is a trowelable surface repair product and is ideal for patching damaged surfaces. 
Can PANSEAL be stored after the resin and hardener are mixed? 
No. Once mixed, PANSEAL will set-up (harden) even in a sealed container. 
 
How much time do I have to apply PANSEAL after mixing the resin and hardener?               
The working time (pot life) of PANSEAL varies depending upon ambient temperature as follows:        
40° F 9 hours - 75° F 35 minutes - 92° F 20 minutes  
 
Temperature ranges?                                                                         
Application temperature (pre-cure):  40° - 150°                                               
Service temperature (post cure):  -40° - 220° 
 
Adhesion strength?                                                   
PANSEAL bonds both chemically and mechanically to the substrate, and has excellent adhesion 
strength. Minimum adhesion is 2750 psi (pull-off adhesion test ASTM D 4541). 


